oomar portlight

2000 series

2000 Series

Rectangular Portlight

Part Number Style Clear View Cutout OD Port OD Trim
Anodised Black X Y X Y X Y X Y

BNC2410-SA  BNC2410-ZSA  Opening  243mm 94mm 305mm 156mm 325mm 176mm 329mm 179mm
BNC2414-SA  BNC2414-ZSA  Opening  343mm 94mm 405mm 156mm  425mm 176mm  429mm 179mm

BNC2512X-SA Fixed 287mm 111mm 349mm 173mm 370mm 194mm 373mm 197mm

BNC2515-SA BNC2515-ZSA  Opening  367mm 110mm 429mm 171mm 449mm 192mm 452mm 195mm

BNC2523-SA Opening  565mm 110mm 627mm 171mm 648mm 192mm 651mm 195mm

Extruded Portlight

Features

- ) R = Anodised heavy-duty aluminum frames.
i : | = Smoke lens standard.

| RECTANGULAR = (CE approval available.

\ || = Complete with trim ring and screen.
e —— = Adjustable quick dogs.

= Deep drain angle.

= No visible exterior screws.

= Minimum hull thickness is 1/4”.

AL = Maximumis 1-7/16.




—

ELLIPTICAL \

Stainless Steel Portlights

Features

= Polished stainless steel opening portlights.

= Friction hinge.

= Complete with outside finishing ring and screen.
= Smoked acrylic lens with polished edges.

= Internal mounting holes.

= Adjustable quick dog.

= CE approved.

Portlight No. 0.D. of Finishing Ring Cutout Suit Hull Thickness
X Y X1 Y1

Part Number mm mm mm mm

BS616MBSS-2 190 448 159 413 10-20mm

BS616MBSS-3 176 430 159 413 20-35mm




oomar portlights

gray series

Gray Series

Part Number 0.D. of Finishing Ring Cutout Spigot Length Weight Lbs.
Elliptical X b o X1 Y1

Part No. mm mm mm mm mm

BG515-28SS 149 419 92 362 29 2
BG626-28SS 208 467 152 406 32 3
Rectangle

Black . White

BG410-A-17 BG410-A-27 167 318 17 265 49 25
BG414-A-17 BG414-A-27 165 419 114 368 48 3
BG512-AD17 BG512-AD27 198 373 140 318 60 3.5
BG715-AD17 BG715-AD27 244 451 192 394 48 4.5
BG818-AD17 BG818-AD27 271 524 216 468 48 5.5

NOTE: AD=angled drain. Straight Drain versions are available to order.

Molded Portlight

Features

= No visible exterior screws.

= Large viewing area.

» Adjustable quick dog.

= Complete with trim ring & screen.

= Minimum hull thickness is 1/4”. Maximum is 1-7/8”.
= Please specify hull thickness when ordering.

= CE approved. X1 /

pp s
Part Number 0.D. of Finishing Ring Cutout
Molded Fixed With - —
Stainless Steel Exterior X L i L / i
Cutout mm mm mm mm ki . N
BG515-1028 124 397 89 356 \
BG616-1028 197 457 146 400 : ——
= S AL




